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	Item to be checked
	Yes
	No

	Are the aisles clear of rubbish?
	
	

	Are the aisles clear of electrical leads? 
	
	

	Is the machine adequately guarded?
	
	

	Adequate work space? 
	
	

	Does the machine have an emergency stop? 
	
	

	Can the machine's energy source be isolated and be locked out during repair, cleaning, and maintenance? 
	
	

	Is the workplace adequately lit? 
	
	

	Are workers adequately trained in the safe use of the machine? (requires additional investigations) 
	
	

	Is the floor surface regularly cleaned? 
	
	

	Is wood dust adequately controlled? 
	
	

	Are electrical leads in good condition? 
	
	

	Are electrical leads tagged and maintained? 
	
	

	Is the floor surface slip resistant? 
	
	

	Is the noise exposure likely to exceed the action level? 
	
	

	Are saw blades used that reduce the amount of noise? 
	
	

	Are employees wearing hearing protection? 
	
	

	Are employees wearing respiratory protection?
	
	

	Are employees wearing eye protection? 
	
	

	Are safety signs displayed? 
	
	

	Is pedestrian access delineated from work areas by white lines? 
	
	

	Is a push stick used for cutting small pieces of wood? 
	
	

	Is the height of the table appropriate (1015 mm height) for the operator?
	
	

	Is the weight of the object being cut less than 16 kg? 
	
	

	Is the object being cut more than 50 cm wide? 
	
	

	Are there emergency procedures to follow in case of an accident or fire? 
	
	

	Is there an appropriate first aid kit nearby? 
	
	

	Have the extinguishers been recently serviced? 
	
	

	Are there adequate directions towards fire exits? 
	
	



The Safety Solutions
Issued: 29/12/06


Group
Page 1 of 2

